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Split Bolts, Split Bolts Connectors

SplitBolts:

Split bolt is a very handy component used in various equipment like
industrial, electrical and even electronic equipment. The multifaceted
utility of the split bolt depends up on the high quality material used and
the precision adopted in the manufacturing process. Split bolts are
widely used to firmly hold any tiny object in between the split to have a
precision in its operation whether electrical or industrial.

We meet all the technical and quality control to deliver the best split
bolts by using thorough processing and testing of the split bolts
before it reaches the customer or the user. We use a very high quality
of material to strengthen the life of the split bolts in all respects.

We manufacture custom made split bolts apart from our regular sized
and commonly used. To cater the various needs of the customers we
turn their ideas in to finished split bolts with 100 percent precision and
guarantee.

Split Bolt Connectors:

We at our State of the art extrusion plant manufacture finer quality
split bolt connectors which are quite handy in some specific use in
industry or end used utility. Meet Industries is one of the reputed
industries which cater split bolt connectors as per the specification of
the customers and market demand of the day.

Europe & Middle East Standard Split Bolts Connectors

6 MSBC6 10.00 24.00 3.20 12.70
10 MSBC 10 12.70 27.30 5.50 19.00
16 MSBC 16 12,70 27.30 5.50 19.00
25 MSBC 25 1420 2890 6.90 19.00
32 MSBC 32 18.00 31.00 8.10 23.00
35 MSBC 35 18.00 34.80 8.10 24.00
50 MSBC 50 23.00 42.00 9.60 27.30
70 MSBC 70 23.00 47.50 11.17 30.00
95 MSBC 95 2540 53.00 14.00 34.30
100 MSBC 100 30.00 60.00 14.00 37.00
120 MSBC 120 30.00 59.00 16.00 35.55
150 MSBC 150 30.00 59.00 16.00 35.55
185 MSBC 185 32.00 59.00 18.00 38.10
240 MSBC 240 38.00 76.20 22.00 48.25
300 MSBC 300 38.00 76.20 23.00 52.45
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American Standard Split Bolts Connectors

Copper Conductor Wire

. Approx.
Range of Equal MinTap =~ Diameter)  Dimensions

Main and Tap = With One in Inches
Max.
Main

16 STR 8 STR 16 STR 0.057-0.145 0.145 3/8 Y 80
10SOL 6SOL 16 SOL 0.102-0.162 0.165 7/16 5/8 165
8SOL 4SOL 16SOL 0.128-0.204 0.215 2 11/16 165
6SOL 2STR 14 STR 0.162-0.292 0.328 5/8 13/16 275

Marking ltem A D

on Head Code | (BOLT) (NUT)
A/F AlF

. ol 10STR-16STR MI-90  10.00 24.00 3.20 12.70
8STR-12STR MI-15  10.00 24.00 3.70 12.70
g 6SOL-10SOL MI-17  12.00 27.50 4.30 17.00
— 4SOL-8SOL MI-20  13.00 34.00 5.50 18.20

KL; ? 2SOL-6SOL MI-22  17.00 42.00 7.00 21.75
2STR-6SOL MI-23  17.00  42.00 8.40 21.75

1/0STR-4SOL MI-25  18.00  46.50 9.70 23.00

! 7y 2/0STR-2SOL MI-26  20.00 49.00 11.00 25.50
_\%\ 3/0STR-2SOL MI-27  24.00 53.50 12.00 28.25

‘\k_}/ 7 250MSM-1/0SOL MI-29  27.50 61.00 15.00 30.00
\\_ % 350MCM-4/0STR MI-31 30.00 6850 18.00 34.20
. 500MCM-250MCM  MI-34  35.50 76.00 2150 4250
750MCM-4/0STR MI-39  46.00 94.00 26.50 54.00

< 7 1000MCM-4/0STR  MI-44  53.00 100.00 31.50 64.50
| Features:
| I :- Manufactured from high strength copper alloy
. :- Precision Tooled Threads
| — Benefits:
.- Provides maximum conductivity and a high degree of breakage
resistance

:-Allows maximum torque to be applied
.- Ensures reliability

c Split Bolt Connectors - Hexagonal Head

Material Used BS 2874/Freely cut high quality brass rods

Size of Availability Split Bolt Connectors are available from 6 mm* up
to 500 mm®. Higher or lower sizes are possible
with customer demand

Finishing of the Split bolt Connectors are rolled out in natural
Product brass. They are also copper coated/electro tin
finished/nickel plated. High conductivity copper
2 also used on demand of the customers.




Australian Standard Split Bolts Connectors

Dimensions in mm

(except B which is in inches)

-
116 MIR16 530 %’ 1040 30.20 7.90 11.10 17.90 6.30 ¥ |
35 MIR35 830 5/8” 1320 36.50 9.50 14.30 23.20 6.30 & % C 0
70  MIR70 10.90 7/8” 17.90 44.50 9.50 22.20 27.70 7.10
95 MIR95 12.90 7/8” 17.90 50.80 9.50 22.20 27.70 7.10
120 MIR120 1500 1”7 17.90 53.00 9.50 22.20 35.50 7.10
185 MIR 185 18.50 1.25" 23.20 66.70 9.50 2540 42.10 7.90

Split Bolt Connectors - Round Head

Material Used BS 2874/Freely cut high quality brass rods

Size of Availability Split Bolt Connectors are available from B22 to
B28. Higher or lower sizes are possible with -
customer demand

Finishing of the We use natural brass in the basic component and

Product depending on the utility of the product we copper z ( 1
coat, electro tin coat or even nickel plating of
various thickness and various multi plating. We
offer the product in high conductive copper rods
for making the product I _J_

Extra Stud Split Bolts Connectors / Split Bolt

Connectors with Extra Pressure Pad —
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Aluminium Line Tap & Cable Clamp

Material Used High Strength Aluminium Alloy / Aluminium
Extrusion

Size of Availability
Line Tap is available from as per customer's
specification

Finishing of the

As per customer's specification.
Part Mo :G1103 Product P P
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Square Tape Clamp

Earth Clamp - A Type Big

Earthing Accessories / Earth Moving Equipments

End user safety and security has been the norms of any
manufacturer in the service industry. We throw an ample amount
of light on these aspects and roll out various equipment
components for electric safety and security of industries, homes
and firms with their new and reliable brass earthing accessories.

Material : Brass / Gun Metal / Bronze

DC Clip

This Clip can hold with very firm grip and assures longivity and
reliability to the equipment to which itis attached.

Conductor Size

(MM) Product Code
25x3 MDTC - 253
25 x4 MDTC - 254
32x3 MDTC - 323
25x6 MDTC - 256
50x 6 MDTC - 506

Square Tape Clamp (Cross Saddle)

Having aesthetic looks as well as heavy duty properties, the
Brass Square Tape Clamp can be used with various earthing
accessories.

Conductor Size
(MM) Product Code

25x3 MSTC - 253
25x4 MSTC - 254
25x6 MSTC - 256
50 x 6 MSTC - 506

Oblong Test Clamp
Conductor Size

(MM) Product Code

25x3 MOTC - 253
40x 6 MOTC - 406
50x 6 MOTC - 506




Rod to Cable Lug Clamp

Rod Size Product Code

3/8” 9.50 MRTCLC-3/8" || L:‘, x ,\
5/8" 16.00 MRTCLC-5/8" BT - \1 \
3/4” 20.00 MRTCLC-3/4” .

Rod to Cable Lug Clamp

Rod to Tape Clamp - B Type

Rod Size: 5/8"
Conductor Size (MM) Product Code
26 X 12 MRTTC-2612
40 X 12 MRTTC-4012 t" 3
51 X 12 MRTTC-5112 \ e

Rod to Cable Clamp - C Type

Rod to Tape Clamp - B Type I]-E‘\

:
3/8” MRTCC-38 T

5/8" MRTCC-58 H

3/4” MRTCC-34 I

N

G

Heavy Duty Cast Cable Saddle

i Product Code
8 HDCCS-8
10 HDCCS-10

Rod to Cable Clamp U Bolt e

| e
Rod Size Conductor - it

Size

A
C
C
E
S
S
o
R
I

E

Product Code

5/8 16.00 16 - 95 RTCCU-5816 Rod to Cable Clamp U Bolt
3/4” 20.00 16-70 RTCCU-3420
1” 16.00 70 - 185 RTCCU-0116
5/8” 20.00 70 - 150 RTCCU-5820
6




Water main Bond Clamp Rain Water Pipe Bond

Il-:; Screw down Test Clamp mee Clamp Md To Tape Coupling
R
T
H
I
N .
G
A N
C
C Coupler : Size 5/8" & 3/4” Cast Ground Plate or Earth Plate
E
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U 3 Ridge saddie IE3 Light Duty Saddle
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Copper Bonded Earth Rod / Pure Copper Earth

Conductivity of high voltage of current can be disseminated by
our earth rod to its destination without any leakage or loss to the
power. More reliable and sure in its functionality is the salient
feature of our earth rod.

Lightening Arrestor Rod

When ever there is any natural phenomena, we stand by the
customer with our lightening arrestor for reliable safety to the
gadgets and equipment to the customers. Lightening arrestors
come in various sizes and diameters to withstand higher power
conductivity and promotes extra safety to the people and
property.

Multiple Points

Multiple points are used in electrical equipments whether lower
or higher power transmission.

E
A
R
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A
G

Test Bonds

Test bonds can bind and can give the users assurance of its
functionality all the time without any failure.

Water Pipe Clamp

Apart from the enlisted components any other newer
components are possible with us by user demand and
requirements.

o =30 wvunmaan X

& Test Bonds




Conduit Fittings

We manufacture custom made conduit fittings apart from our
regular conduit fittings with common sizes. To cater the various
needs of the customers we manufacture conduit fittings as per
customer's specification and drawing.

Brass Connectors

Brass Connectors are quite useful component in connecting or
joining wires and cables at various junctions and multiplicating
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connections in electrification. F
|
Material Used Natural Brass is the base to the product. T
Finish Brass Connectors are also finished in Nickel Plating T
Metric Size 16 mm to 63 mm 1
Imperial Size 2" 10 2" N
-
G
Technical Specification - Conduit Fittings Metric Size Q—F! ‘,.’ f - g"
“= ' =
Conduit Size Male & Female Thread
16 mm 16 mm Brass Connectors
20 mm 20 mm
25 mm 25 mm
32 mm 32 mm
40 mm 40 mm
50 mm 50 mm
63 mm 63 mm
75 mm 75 mm

Flexible Connectors

Flexibility of the connectors make cables and wires connect
precisely as per the length and their placement. We are masters
in manufacturing flexible connectors in brass.

Material Used Brass is used in manufacturing the flexible connectors,
and also nickel is used in plating the product on

I
E;l-
; )
customers demand or requirement.

Finish Natural Brass, Nickel Plated Flexible Connectors
Metric Size

16 mm to 100 mm
Imperial Size 14" to 27




Brass Adaptors

C Brass adaptors literally adopt cables and wires of various sizes
o from both the ends. Brass adaptors are quite handy especially
A at various junctions of connections depending the load that the
N J cables bare.
) -
U Technical Specifications - Conduit Fittings Metric Size
I Conduit Size Male & Female Thread
U <7 - 16 mm 16 mm
F JF”- 16 mm 20 mm
i '.}‘\ﬁ ! 20 mm 20 mm
T » | 25 mm 25 mm
T w 32 mm 32 mm
I 40 mm 40 mm
\ 50 mm 50 mm
G - . — rTT——
— Technical Specifications - Conduit Fittings imperial Size
- o] = Y . .
( A1l A A8 Conduit Size Male & Female Thread
. AR/ § 5/8" 5/8"
) . 5/8” 3/4”
Brass Adaptors S/4 S
17 17
17 17

g T 11/4° 11/4°
- L 19 19
e .
—N i
< 2

- Material Used All the adaptors are manufactured in Brass as base
material
Finish Brass adaptors can also be plated with nickel.
Metric Size 20 mm to 63 mm
Imperial Size % "to 2"

Both size available male & female

Brass Male & Female Bush

Size 20 mm to 2” (Short & Long)

Brass Male & Female Bush

We also cater the customers with specific sized adaptors on
requirement.
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Cable Glands

In terms of the cable glands, we claim to be masters in making
stunning robust cable glands for over these years. No where do
we compromise either with the quality or sustainability of the
cable glands. They are manufactured with state of the art
technology in our plants. Materials used in their production are
thoroughly checked for their quality and endurance to last for
longer durations in serving the area where they are utilized.

Cable Gland - BW Type

The BW Cable Gland is quite handy in use with various types of
cable whether plastic, rubberized, metal or any other. The BW
cable glands come with superfine finishing for its looks and
sturdity of dependable reliability of the cable gland.

Standard BS 6121 PART-1

Application (I;)rryﬁljgggfg rfg; ’:Jesde c;/;igrlmeall type of SWA cables, plastic

Option All type of accessories available like Earth Tag, PVC
Shroud, Brass Lock Nut

Size 1610 90 (S & L)

Finish Natural Brass , Nickel Plated

""H.-

BW 2 Part Type
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Technical Specification - BW 2 Part Type Cable Gland

Cable Dimension

Entry Metric | Across

Armour Under | Overall | Thread | Entry | Fiat Across
Wire Armour | Dia. Length | Thread | Dia
Diameter Dia. ‘B’ D 'E'mm =
‘A'mm
16 0.9 8.6 13.5 10 16 20.00 23.00
20S 0.90 14.25 16.20 10.00 20 21.00 23.00
20L 0.90/1.25 16.50 18.50 10.00 20 24.00 26.00
25L  1.25/1.60 21.00 27.50 10.00 25 34.00 37.50
32L 1.60/2.00 27.50 34.50 10.00 32 40.00 45.00
40L 1.60/2.00 3450 41.50 15.00 40 48.50 54.00
50S 2.00/2.50 42.50 50.20 15.00 50 59.50 67.50
50L 2.00/2.50 45.00 50.25 15.00 50 63.50 71.00
63S 2.50 53.50 62.50 15.00 63 73.00 83.00
63L 2.50 58.00 67.00 15.00 63 76.00 86.00
75S  2.50/3.15 64.50 76.00 15.00 75 88.00 99.00
75L 2.50 68.50 80.00 15.00 75 94.00 106.00

Technical Specification - BW 3 Part Type Cable Gland

Cable Dimension

Entry Metric | Across

| e O Toread | iy it o
Diameter Dia. ‘B" Le'rlsgth Tgrﬁﬁj I.Dl_la ‘G
‘A'mm

16 0.9 8.60 13.50 10 16 20.00 23.00
20S 0.90 12.50 17.00 10 20 21.00 23.00
20L 0.90/1.25 14.40 20.50 10 20 24.00 26.00
258  1.25/1.60 18.50 24.75 10 25 31.00 33.00
25L  1.25/1.60 20.80 28.00 10 25 34.00 38.00
32S 1.60/2.00 26.80 33.75 10 32 40.50 45.50
32L  1.60/2.00 26.80 33.75 15 32 40.50 45.50
40S 1.60/2.00 30.50 37.50 15 40 45.00 50.25
40L  1.60/2.00 32.75 41.00 15 40 48.75 53.75
50S 2.00/2.50 40.50 48.75 15 50 57.50 64.75
50L 2.00/2.50 4450 53.80 15 50 61.00 69.75
63S 2.50 51.50 60.75 15 63 70.00 78.25
63L 2.50 56.50 65.50 15 63 75.00 84.50
75S  2.50/3.15 62.25 72.50 15 75 84.50 94.50
75L 2.50 68.25 78.50 15 75 90.00 101.00

Product

MBW2-16
MBW2-20S
MBW2-20L
MBW2-25L
MBW2-32L
MBW2-40L
MBW2-50S
MBW2-50L
MBW2-63S
MBW2-63L
MBW2-75S
MBW2-75L

Product
Code

MBW3-16
MBW3-20S
MBW3-20L
MBW3-25S
MBW3-25L
MBW3-32S
MBW3-32L
MBW3-40S
MBW3-40L
MBW3-50S
MBW3-50L
MBW3-63S
MBW3-63L
MBW3-75S
MBW3-75L
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CW 4 Part Type

Cable Gland - CW Type

Our motto has been variety and precision of manufacturing
various dimensional CW type cable glands. They too come in
stunning high quality material for use in outdoor or indoor
application with various types of cables sheathed or
unsheathed.

Standard BS 6121 PART-1

Application Outdoor or indoor, for use with all type of SWA cables,
plastic or rubber sheated cable

All type of accessories available like Earth Tag, PVC

Qo Shroud, Neoprine Rubber & LSF Rubber, PVC
Washer, Brass Lock Nut

Size 16 to 110 (S & L)

Finish Natural Brass , Nickel Plated

Cable Gland Kit

ko
N

CABLE GLAND KIT
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Technical Specification - CW 3 Part Type Cable Gland

16
20S
20L
258
251
32S
32L
40S
40L
50S
50L
63S
63L
75S
75L

16
20S
20L
258
251
32S
32L
40S
40L
50S
50L
63S
63L
75S
75L

Cable Dimension

Metric Across

A\r/r\?our Xnder Ol\s(_erall Entry Flat
Diarrl1reeter ani]ao.LIr Il3a Length Tgrr?ﬁg Dl__'a
‘A'mm

0.90 8.60 13.50 10 16 20.00
0.90/1.25 14.00 19.00 10 20 24.00
0.90/1.25 16.00 23.20 10 20 27.50
1.25/1.60 18.00 30.20 10 25 36.50
1.25/1.60 21.00 30.20 10 25 36.50
1.60/2.00 23.50 39.00 10 32 45.50
1.60/2.00 27.50 39.00 10 32 45.50
1.60/2.00 31.50 45.75 15 40 52.00
1.60/2.00 34.00 45.75 15 40 52.00
2.00/2.50 4150 52.50 15 50 60.50
2.00/2.50 64.50 60.30 15 50 69.00
2.50 54.00 66.00 15 63 76.00
2.50 58.50 71.25 15 63 79.50
2.50/3.15 66.00 78.50 15 75 87.50
2.50 70.00 86.20 15 75 96.00

Cable Dimension

Under Metric

Across

A\r/r\;?:)eur Armour OB?;_a” Entry | Flat

Diameter ADIrﬁm ‘B Length Tgrr?ﬁg Dl__'a
0.90 8.60 13.50 10 16 20.00
0.90/1.25 14.00 19.00 10 20 24.00
0.90/1.25 16.00 23.20 10 20 27.50
1.25/1.60 18.00 24.40 10 25 32.75
1.25/1.60 21.00 30.50 10 25 34.00
1.60/2.00 27.00 34.20 10 32 43.00
1.60/2.00 27.00 34.20 10 32 43.00
1.60/2.00 31.50 39.75 15 40 49.25
1.60/2.00 3250 41.75 15 40 51.00
2.00/2.50 41.00 50.25 15 50 61.75
2.00/2.50 4450 53.00 15 50 63.50
2.50 52.00 62.00 15 63 73.50
2.50 56.50 66.50 15 63 78.50
2.50/3.15 63.50 74.00 15 75 87.50
2.50 68.50 78.50 15 75 96.00

Across
Corner
|G!

23.00
27.00
30.50
41.00
41.00
51.00
51.00
59.00
59.00
67.00
78.50
84.50
88.50
98.00
108.00

Technical Specification - CW 4 Part Type Cable Gland

Across

Product
Code

MCW3-16
MCW3-20S
MCW3-20L
MCW3-25S
MCW3-25L
MCW3-32S
MCW3-32L
MCW3-40S
MCW3-40L
MCW3-50S
MCW3-50L
MCW3-63S
MCW3-63L
MCWS3-75S
MCWS3-75L

Product
Code

MCW4-16
MCW4-20S
MCW4-20L
MCW4-25S
MCW4-25L
MCW4-32S
MCW4-32L
MCW4-40S
MCW4-40L
MCW4-50S
MCW4-50L
MCW4-63S
MCW4-63L
MCW4-75S
MCW4-75L
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Cable Gland - A2 Type

Nickle plated or natural brass A2 type cable glands are used
with variety of unarmored or rubber sheathed cables. We do
take care of the a2 type cable gland in our production unit of
their fine delivery of endurance.

Standard BS 6121 PART-1

Application Outdoor or indoor, for use with unarmored plastic or
rubber sheated cable

All type of accessories available like Earth Tag, PVC

Qo Shroud, Neoprine Rubber & LSF Rubber, PVC
Washer, Brass Lock Nut

Size 16t090 (S & L)

Finish Natural Brass , Nickel Plated

Cable Gland - E1W Type

Un like other types of cable glands, E1W type cable gland is
used precisely with single armoured various types of swa
cables whether plastic or rubber sheathed ones. this E1W type
cable gland is known for its uninterrupted services once the
gland s fixed to the desired wires and wire components.

Standard BS 6121 PART-1

Application Outdoor or indoor, for use with single armoured, all
type of SWA cable,plastic or rubber sheated cable.

E1W Gland is Weatherproof & Waterproof Cable
Gland

: All type of accessories available like Earth Tag, PVC
Option Shroud, Neoprine Rubber & LSF Rubber, PVC
Washer, Brass Lock Nut

Size 16t0 90 (S & L)
Finish Natural Brass , Nickel Plated
Material Brass Also Available In Free Cutting Brass

Cable Gland Kit (16 TO 32) 2 PCS KIT & 40 TO 110 1 PCS KIT

15




Technical Specification - A2 Type Cable Gland

Metric Across Product

Overall Dimension Entry Corner | Code
Thread G

16 4.5 9.00 15.00 16 18.00 20.50 MA2-16
20S 8 12.00 15.00 20 23.00 26.00 MA2-20S
20L 11 14.25 15.00 20 26.00 30.00 MA2-20L
258 14 16.50 15.00 25 26.00 30.00 MA2-25S
' 25L 17 20.00 15.00 25 34.00 37.50 MA2-25L
32L 20 26.50 15.00 32 41.00 45.00 MA2-32L
n 40S 26 30.50 15.00 40 41.00 46.00 MA2-40S
40L 30 32.50 15.00 40 46.00 51.00 MA2-40L
! 50S 33 38.50 15.00 50 59.00 66.00 MA2-50S
50L 38 44.50 15.00 50 60.00 66.00 MA2-50L
63S 44 52.00 15.00 63 64.00 72.00 MA2-63S
63L 50.5 56.50 15.00 63 74.00 82.00 MA2-63L
> 75S 56.5 62.50 15.00 75 80.00 90.00 MA2-75S
75L 62 68.50 15.00 75 88.00 99.00 MA2-75L
— . 90 68 78 20 90 112 125 MA2-90
' '\éi:?; Across
] Thread ; C?Cr;rjer Pcr:c;cijuect
ID 16 4.5 9.00 15.00 16 18.00 20.50 MA1/A2-16
! 20S 8 12.00 15.00 20 23.00 26.00 MA1/A2-20S
20L 1" 14.25 15.00 20 26.00 30.00 MA1/A2-20L
. 258 14 16.50 15.00 25 31.00 34.25 MA1/A2-25S
25L 17 20.70 15.00 25 35.50 40.50 MA1/A2-25L
A =1 328 20 27.00 15.00 32 41.25 4575 MA1/A2-32S
. E _ 2L 20 27.00 1500 32 4125 7575 MA1/A2-32L
40S 26 29.50 15.00 40 49.50 54.25 MA1/A2-40S
40L 30 32.50 15.00 40 49.50 54.25 MA1/A2-40L
50S ) 38.50 15.00 50 55.00 60.75 MA1/A2-50S
50L 38 44.00 15.00 50 60.25 66.75 MA1/A2-50L
63S 44 50.25 15.00 63 70.25 76.75 MA1/A2-63S
63L 50.5 56.50 15.00 63 75.00 83.25 MA1/A2-63L
75S 56.5 62.25 15.00 75 79.75 87.75 MA1/A2-75S
75L 62 68.50 15.00 75 84.00 94.00 MA1/A2-75L
90L 68 78.00 20.00 90 102.25 12.75 MA1/A2-90L
100L 78 90.50 20.00 100 119.25 131.00 MA1/A2-100L
10 110L 88 100.50 20.00 110 128.25 14425 MA1/A2-110L




Technical Specification - EIW Type Cable Gland

Cable Dimension

Armour Under | Overall I\éeiric Across| Product
Wire Armour Dia. Lenath Th? ryd Corner Code
Diameter Dia. ‘B’ 9 E r?ﬁn 'G’
‘A mm
16 0.90 9.00 13.5 10 16 20.00 23.00 ME1W-16
20S 0.90/1.25 12.00 19.00 10 20 24.00 27.00 ME1W-20S

20L 0.90/1.25 14.25 23.20 10 20 27.50 30.50 ME1W-20L
258 1.25/1.60 16.50 30.20 10 25 36.50 41.00 ME1W-25S
25L  1.25/1.60 20.00 30.20 10 25 36.50 41.00 ME1W-25L
32L  1.60/2.00 26.50 39.00 10 32 45,50 51.00 ME1W-32L
40S 1.60/2.00 30.50 45.75 15 40 52.00 59.00 ME1W-40S
40L  1.60/2.00 32.50 45.75 11 40 52.00 59.00 ME1W-40L
50S 2.00/2.50 38.50 52.50 15 50 60.50 67.00 ME1W-50S

50L 2.00/2.50 4450 60.30 15 50 69.00 78.50 ME1W-50L
63S 2.50 52.00 66.00 15 63 76.00 84.50 ME1W-63S
63L 2.50 56.50 71.25 15 63 79.50 88.50 ME1W-63L
758  2.50/3.15 62.50 78.50 15 75 87.50 98.00 ME1W-75S
75L 2.50 68.50 86.50 15 75 96.00 108.00 ME1W-75L
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PG Threaded

Cable
Conductor

Area
mm
1.5

2.5

10
16
25
35
50
70
95
120
150
185
240
300
300
400
500
630
800
1000

Size

Cable Gland - PG Threaded

Nickel chrome plated PG threaded cable gland is a custom
made threaded gland to meet the needs from the meet
industries. Apart from the round headed PG threaded cable
gland, we also offer hexagonal gland or any other like spherical
rectangular or any other dimensional PG threaded cable gland
as per the specification of the customer.

Size
Finish

Option

PG 7 to PG 48
Chrome Nickel Plated

In round body & hexagonal body, other accessories as
per customer's requirements.

Gland Selection Chart

Cable Glands perform to the requirement of BS6121 part1: 1989

Foruse with PVC, SWA, PVC 600/1000 cables to BS 6346: 1989

600/1000 V copper conductor PVC Insulated with Steel Wire
Armour Cable

Number of Cores

N N I i i G

203
20s
20s
25
25
25
25
32
32
40
40
40
50
50
63

63

20s
20s
20s
20
25
25
25
32
32
40
40
50
50
50
63
63

75

20s
20s
20
20
25
25
32
32
40
40
50
50
50
63
63
75

75

20s
20s
20
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Brass & Aluminium Grounding Lugs / Connectors

Grounding lugs for grounding satellite dish installations

Material Bronze Body
Finish Electro-plated
Conductor Size 14 AWG - 4 AWG

Body constructed from high strength Aluminum for grounding
satellite installations

Two holes on front of connector attaching ground wire
Conductor size range 17 AWG

AWG copper

Wiring Connectors & Welding Connectors

Brass is one of the reliable and rust free tendency to
atmosphere which makes it most used metal in electrical
equipment. Our brass connectors meet all the requirements of
the electrical needs. The brass connectors are fine and sturdy
to connect electrical cables with firm rust free hold for years they
serve.

e, '\,H?

T

Wiring Connectors & Welding Connectors

Brass Anchors / Anchor Stud

Brass Anchors / Anchor Studs are unique components used in
electrification work to hold ends of cables and wires. They
anchor the connections for trouble free functionality.

o i O
= n-l:
o = »
Material Free Cut Brass is used in their manufacturing >

Finish Multi faceted use of the Brass Anchors and Anchor
Stud may also nickel plated if required.

-

-
By

Conductor Size 4 to M14 or as per customer's drawing & sample

Brass Anchors / Anchor Stud
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Brass Decorative Furniture Fittings

Brass Door Knobs

We are intended to serve the aesthetic appeal and longivity of all our brass decorative furniture fittings and
accessories. Brass door knobs are our special invention with beautiful looks and very comfortable grip to the
customers. Brass door knobs vary in sizes and thickness to cater various customers.

Brass decorative ornamental pieces for furniture fittings come in various designs, sizes, which enhance the
very outlook of the various pieces of furniture. Components like Brass Hinges, Window Stoppers, Decorative
Door Stoppers, Brass ornamental Latches, Door Hooks and the like are produced at Meet Industries to
enhance the customer satisfaction and variability in their application fitting various budgets of the customers.

Material Free Cutting Brass

Finish As per customer’s requirement




Brass Moulding Inserts / CPVC Fittings

Precision Turned Brass Components

Material Free Cutting Brass
Size Precision Turned Brass Components / Moulding Inserts are available as per customer's drawing and sample
Finish As per customer’s requirement

Brass Moulding Inserts / CPVC Fittings

Thread Parallel & Taper Threads As Per Customer's Requirement
Size 1/2" to 3"

Finish Nickel Plated

Material Casting & 319 Type(1)
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Neutral Links / Earth Terminal Blocks and Brass Terminal Neutral Blocks

Neutral Links

Neutral links are most reliable components in the electrification. We produce multi socketed neutral links in
Brass for their reliability and sturdy ness.

Material Used Free cutting brass IS 319 type (1)
Free cutting brass as per BS 249 type (1)
High grade free cutting brass

Size of We have from 10 mm to a maximum of 3 metres. However customers requirements are met with various
Availability sizes.

Finish & Plating  Natural, Nickel Plated, Tin Plated or any coating as per customer specification.

Panel Fitings

Size As per customer’s specifications

Finish Bolt, Washer, Pin Nickel Plated

Hinges Chrome Plated

Neutral Links

dAl 0

A
=re Panel Fittings

o)
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Industrial Pipe Fittings / Air Compression Fittings / Liquid Equipment Fittings

Heavier to lighter pipe fittings are remarkably produced in our Industries to meet the needs of industrial Pipe
Fittings, Air Compression Fittings and even Liquid Equipment Fittings.

Material CDA 360, C2 114, C2 112
Size Sizes vary from 1/8" to 3/4" and higher and lower configurations are also possible with us on requirement of the
user.
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MEET INDUSTRIES

INDIA OFFICE:

Plot No. 2, Sub Plot No. 2A + 2C/2,
GIDC Udyognagarr,

Jamnagar - 361004.

Gujarat. India

Phone: + 91 - 288 - 2561530
Fax : +91-288-2562613

E-mail: info@meetindustries.co.in
Website: www.meetindustries.co.in

UK OFFICE:

1) Chetan Koyani - 07877 116030
2) Mark J Scholey - 07976 522609

Meet Industries UK Ltd
Garnham Close, Cotes Park Industrial Estate,
Alfreton, DERBYSHIRE - DE55 4QH

Phone : 01773 689248

Fax : 01773 521639

E-mail : chetan@meetindustries.co.in
E-mail : mark@meetindustries.co.in




